BSsownre.

PG Range

(12yr Design Life in Float Service at 20°C)

PG12Vv45

16542

1586+2 |
wauz_,

GUER,  SOMIE:
Standard terminal (mm) £ PG SERIES

pG12Vv45 B

AH
12volt A5.AH,

10.

T6 Threaded Insert 6mm STUD BRI e

-

/

()
o

Discharge Characteristics (25°C, 77°F)

i 20hr Rate(1.80V/cell) | 45.0AH - Initial Charging Current
X i . al 10hr Rate(1.80W/eell) | 42.0AH L th 11.25A
Physical Specification Capecty | BhvRata(175vical)| 40.0aH | & | Y9® (LSS han BEOA
Shr Rate(1.76Vicell) | 36.0AH 6 | at 25°C (77°F)
Nominal VO"EQB 12V 1hr Rate(1.60Vicell) | 29.2AH % |
Nominal Capacity 45,0 AH &
=
Length 197 + 2 - - s 5
9 9 1] Capacity 40°C (104°F) | 103% £ | Standby|Recommended Charge
Width 165 + 2 mm Affected b . . ) c Current less than 11.25A
Y 25°c (07F)  |100% | 8 Voltage 13.5V ~

Dimension | o, ntainer Height 170 * 2mm PR

0°C (32°F) 86% 13.8V at 15°C (77°F)

Total Height (with terminal)) 170 ¥ 2 mm

Weight Approx 14.5kg

Internal Resistance mQ

Standard Terminal 6 9.0 mQ

Constant Current Discharge Characteristics Unit: Amperes (20°C, 68°F)

EN(Time Smn 10mn | 15mn | 20mn | 30mn | 45mn 1H 2H 3H 4aH SH B6H TH BH H 10H 20H 2dH 48H 72H 100H
1.90V 2.0 702 | 565 | 484 358 | 276 | 230 125 | 897 | 736 | 823 530 | 471 | 440 | 407 | 390 | 2041 | 1770 | 0.909 | 0.616 | 0449
1.85V 108.0 78.0 653 536 397 298 243 134 9.60 7.80 647 557 5.00 460 427 407 2131 1.840 0948 0.642 0.467
1.80V 134.0 80,1 60.8 57.6 42.7 316 256 14.0 10.10 | 8.15 6.85 5.96 525 4.80 448 | 424 | 2250 | 1956 1.009 0.683 0.496
1.75V 1507 | 964 | 740 | 61.0 | 450 | 328 | 267 144 | 1050 | 8.47 T 817 548 | 500 | 485 | 441
1.70V 1598 1031 74 64.4 473 341 282 15.3 11.10 8.82 742 843 567 520 480 | 455
188V 170.0 1080 | 80.5 6.5 49.6 355 29.2 16.0 11.60 2.21 772 B6.63 5.84 5.37 900 | 473
1.60V 174.0 112.3 84.8 70.2 514 36.9 30.0 16.7 12.00 | 9.56 7.97 6.80 6.12 5.60 520 | 480

Constant

ENMime Smn A0mn | 15mn | 20mn | 30mn | 45mn H 2H 3H AH 5H &H H BH aH 10H 20H 24H ABH 72H 100H
1.80v 1084.9 | 834.4 | 675.9 | 5B3.0 | 433.7 | 3359 | 2808 | 1529 | 110.1 80.4 76.8 65.5 58.4 54.5 504 | 485 | 2537 | 2202 11.34 7.682 | 5625
1.85V 12437 | 9189 | 7671 | €359 | 476.2 | 3604 | 2958 | 1636 | 117.6 | 958 79.9 68.8 619 | 57.2 | 530 | 504 | 2641 | 228 | 11.76 | 7.969 | 5.834
1.80V 1518.9 | 1019.1| 805.0 | 670.0 | 501.9 | 375.8 | 3075 | 169.0 | 1224 | 991 83.6 731 646 | 591 | 552 | 524 | 27.85 | 2423 | 1251 | 8478 | 6.181
1.75V 1672.3 | 1085.0| 843.0 | 702.0 | 524.5 | 3881 | 3102 | 1733 | 126.8 | 1026 86.4 75.4 671 814 57.1 54.5
1.70V 1724.9 | 11347 | 869.7 | 7366 | 5483 | 4018 | 3362 | 1836 | 134.0 | 1069 90.3 78.5 69.4 637 59.2 | 56.0
1.65V 1808.5 | 1177.8 | 897.6 | 754.9 | 570.3 | 4146 [ 3455 | 190.7 | 139.3 | 1111 93.8 80.8 711 658 | 616 | 582
1.60V 1810.0 | 1187.3| 930.2 | 788.4 | 5836 | 428.8 | 3532 | 1983 | 1434 | 1150 | 96.2 83.6 744 | 683 | 639 | 604




